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PULVERISATEUR MS
MS SPRAYER

4300 Vachon, Drummondville

Qc, Canada, J2B 6V4

Télécopic / Fax ; (819) 474-5317
Téléphone / Phone : (819) 474-1910

Drummondville, 2005/09/15

Administrator

National Highway Traffic Safety Administration (NSA-32)
400,Seventh Street,SW

““4 Attn: VIN Coordinator

Subject : VIN Decoding Information for Ms Sprayer inc.

In accordance with 565.7(¢) of 49 CFR Part 565, Vehicule Identification Number , Ms Sprayer inc.
Hereby submits Vehicule Identification Number (VIN) decoding information .

VIN POSITION DESCRIPTION CODES
1,2&3 WMI 2P9
4 Trailer Type P = Plateform Trailer
5 ] Body Type A = Steel Construction
6 Length of Trailer A =0 to 16ft
B = 16ft to 20ft
C = 20ft to 23ft
D = 23ft to 26ft
7 Number of Axle 1 =1Axe
. 2 =2 Axles ]
8 Gross Vehicule Weight [A = 0 to 499kg (0 — 1100lbs)
Rating Classes B = 500 to 999kg (1101 — 2200ibs)
C = 1000 to 1499kg ( 2201 — 3305lbs)
D = 1500 to 1999kg ( 3306 - 4407Ibs)
E = 2000 to 2499kg ( 4408 — 5510Ibs)
F = 2500 to 2999kg ( 5511 - 6612Ibs)
G = 3000 to 3499 kg ( 6613 - 7714lbs)
H = 3500 to 3999kg ( 7715 - 8817lbs)
E Check Digit Calculate — SEE working sheet no, RSVA-115
10 Model Year W =1998, Y = 2000
‘ X _=1999, 1 = 2001 _[
111 Plant Location D = Drummondville,Quebec,Canada |
12,13 & 14 WMI 039
15,16 & 17 Sequential Production |001, 002
~ Number
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SAMPLE PART 566, MANUFACTURER IDENTIFICATION SUBMISSION

A9 CFR Part 566, Manufacturer Identification to be sent to NHTSA

MS Sprayer
4300, Vachon St.
Drummondville, Québec
Canada
J2B 6V4
Phone : (819) 474-1910
Fax : (819) 474-5317

Owncer of Company : Rejean Drouin

City of Incorporation: MS Sprayer Inc. is incorporated in Drummondville, Quebec,
Canada

Product Manufactured: Ms Sprayer Inc. builds trailers from steels purchase at local supply

companies,  Thesc trailers are fitted with clectric welding
equipment. These platform trailer will be fix on a machincry like
hydroseeder or commercial sprayer.

GVWR: The gross vehicle weight rating (GVWR) of our products range
from 1492 kg (3290 lbs) for, 1 axle trailer to 3651 kg (8050 lbs) for
2 axles tratler,
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